
ADVANCED LITHIUM

The new micro CA-350x inspection camera with Wi-Fi™ and Bluetooth™ 
for  instant image/video sharing and live second screen viewing! 

• Easily record still images and videos of problems in hard-to-reach areas.
•  Connect to a mobile device for a live second screen and instant file sharing of pictures and videos.
•  Comfortable pistol grip design, large screen, best-in-class image quality and easy to use interface.
•  Illuminate dark spaces with four bright LEDs on the rugged aluminum 90 cm imager head
 (extendable with optional cables up to 9 meters).
•  Wireless recording of audio commentary on video inspections with a Bluetooth™ headset.
• 12V Advanced Lithium Battery and Charger for extended run time without interruption and fast battery 

charging.

micro CA-350x INSPECTION CAMERA

NEW

Download the FREE 
RIDGID VIEW App!
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c/o Emerson Electric UK Ltd,
2nd Floor Accurist House
44 Baker Street, London, W1U 7AL

micro CA-25 micro CA-150 micro CA-350

ALSO AVAILABLE FROM RIDGID:

The best inspection camera just got better! Get the perfect view in hard to reach areas with multiple screens and 
instantly share inspection images and videos with your smartphone and/or tablet!

Display ........................................................ 3,5” Color TFT (Resolution: 320 x 240)
Camera Diameter ....................................... 17 mm, with 4 LEDs with adjustable brightness 
Cable Reach ................................................ 90 cm (extendable up to 9 m with optional extension
..................................................................... cables, also compatible with microDrain, microReel 
..................................................................... and nanoReel) 
Images / Video ........................................... JPG: 640 x 480, MP4: 640 x 480
WiFi / Bluetooth Range ............................. 9 m / 5 m
Data Output ................................................ USB Data Cable, SD Card and Wireless (WiFi)
External Memory ........................................ SD Card up to 32 GB (8 GB supplied)
Power Source ............................................. Rechargeable 12V Advanced Lithium Battery   
..................................................................... or AC Adapter Digital 5 V, 1,5 Amp
Zoom / Video Out ....................................... 2 x / PAL & NTSC

Visit RIDGID.com for more accessories.

• 2,7” Color LCD 
• 17 mm Imager w/4x LEDs
• 120 cm cable reach 
   (not extendable)
• 180° Image Rotation
• 4 x AA Batteries (included)

Cat. No. 40043

•3.5” Color LCD 
• 17 mm Imager w/4x LEDs
• 90 cm cable reach 
  (extendable up to 9 m)
• 4 x 90° Image Rotation
• 4 x AA Batteries (included)

Cat. No. 36848

• Same as the 
  micro CA-350x 
  Inspection Camera, 
  but without Wi-Fi™ 
  and Bluetooth™.

Cat. No. 55903

Included: micro CA-350x with 17 mm imager, 12V Advanced Lithium 
Battery, 230V Fast Charger, USB cable, hook, magnet and mirror, RCA 
cable, AC adapter, headset with microphone, 8 GB SD card, blow molded 
carrying case.

Download our FREE 
RIDGID VIEW App!

SeeSnake® Inspection Kits 
with micro CA-350x:

DISTRIBUTOR
RIDGID® reserves the right to change design and specification of our products 
without notification or alteration of literature. For the complete selection of the 
Ridge Tool product line, please refer to the RIDGID® Tool Catalog or RIDGID.com.

© 2019 RIDGID, Inc. The Emerson logo and RIDGID logo are registered 
trademarks of Emerson Electric Co. or RIDGID, Inc. in the U.S. and other countries. 
All other trademarks belong to their respective holders.

micro CA-350x INSPECTION CAMERA

ORDERING INFORMATION

Cat. No. Description Weight / Kg

63888 micro CA-350x Inspection Camera 2.5

37108 Cable Extension 90 cm 0.3

37113 Cable Extension 180 cm 0.7

37098 6 mm Imager with 1 m cable 0.1

37093 6 mm Imager with 4 m cable 0.4

55183 12V Li-Ion Battery 0.15

55198 12V Li-Ion 230V Charger 0.77

Cat. No. Description Weight 
/ Kg

56683 microDrain D65S (20m) w/ sonde 11.4

56688 nanoReel N85S (25m) w/ sonde 12.1

56668 microReel L100 (30m) w/ sonde 12.0

56673 microReel L100C (30m) w/ sonde & counter 10.1
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